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DETAILED ACTION 

Claim Rejections - 35 USC §112 

1 . The following is a quotation of the first paragraph of 35 U.S.C. 112: 

The specification shall contain a written description of the invention, and of the manner and process of 
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the 
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall 
set forth the best mode contemplated by the inventor of carrying out his invention. 

2. Claims 24-30 are rejected under 35 U.S.C. 1 12, first paragraph, as failing to 
comply with the written description requirement. The claim(s) contains subject matter 
which was not described in the specification in such a way as to reasonably convey to 
one skilled in the relevant art that the inventor(s), at the time the application was filed, 
had possession of the claimed invention. 

[claims 24-30] 

Claims 24-30 claim a photodiode (i.e. "accumulating photo-generated charge in a 
photodiode"), a first transfer transistor connected to the photodiode (i.e. "applying a first 
saturation control signal at a first voltage level to the first transfer transistor ... to remove 
some accumulated charge from said photodiode") and a second transfer transistor 
connected to the photodiode (i.e. "applying a second saturation control signal at a first 
voltage level to the second transfer transistor ... to remove some accumulated charge 
from said photodiode"). However, the specification does not describe such an operation 
or configuration. For example, Figure 6A shows a first transfer transistor 505 connected 
to a first photodiode 503 and a second transfer transistor 515 connected to a second 
photodiode 512. Figure 7 shows applying first and second saturation control signals to 
first and second transistors (Figure 7, TX-A and TX-B) to remove charge from first and 
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second photodiodes as shown in Figure 6A. Therefore, the specification does not 
describe the use of first and second transfer transistors to remove some accumulated 
signal charge from a single photodiode. For the purpose of art rejection, claims 24-30 
will be read as using a first transfer transistor to remove accumulated charge from a first 
photodiode and a second transfer transistor to remove accumulated charge from a 
second photodiode as shown in Figures 6A and 7 and claimed in claim 43. 

Claim Rejections - 35 USC § 102 

3. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application'for patent, published under section 122(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351(a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

4. Claims 1-5, 8-14, 16-18 and 31-36 are rejected under 35 U.S.C. 102(e) as being 
anticipated by Dierickx (US 7,106,373). 

[claim 1] 

Regarding claim 1 , Dierickx discloses a method of operating a pixel circuit, the 
method comprising: accumulating photo-generated charge during an integration period 
(Figure 2, "signal on node"); removing some of the accumulated photo-generated 
charges during the integration period (Figure 2, "signal on node" and "reset") and 
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producing an output signal based on accumulated charges existing at the end of the 
integration period (Figure 2, "signal on node" and "readout moment"), 
[claim 2] 

Regarding claim 2, Dierickx discloses a method wherein the integration period 
includes a plurality of charge removal points (Figure 1 1 , "reset" ; c. 7, II. 15-17). 
[claim 3] 

Regarding claim 3, Dierickx discloses a method wherein the plurality of charge 
removal points each has an associated signal which controls the amount of 
accumulated photo-generated charges removed (Figure 11, "reset"), 
[claim 4] 

Regarding claim 4, Dierickx discloses a method wherein each of the associated 
signals has a different signal characteristic from another associated signal such that 
different amounts of charges are removed by each of the associated signals (Figure 1 1 , 
"reset"), 
[claim 5] 

Regarding claim 5, Dierickx discloses a method wherein the signal characteristic 
is a signal pulse amplitude (Figure 1 1 , "reset"), 
[claim 8] 

Regarding claim 8, Dierickx discloses a method wherein the photo-generated 
charges are accumulated by a photodiode (Figure 3, Item 32) and the act of removing 
comprises turning on a transfer transistor to remove photo-generated charge from the 
photodiode to a floating diffusion node and turning on a reset transistor to remove 
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photo-generated charge from the floating diffusion node (Figures 3 and 5; c. 6, II. 51- 
64). 

[claim 9] 

Regarding claim 9, Dierickx discloses a method wherein the reset transistor and 
the transfer transistor are turned on at the same time (Figures 3 and 5; c. 6, II. 51-64). 
[claim 10] 

Regarding claim 10, Dierickx discloses a method wherein the reset transistor is 
turned on after the transfer transistor is turned on to remove charge from the photodiode 
to the floating diffusion node (Figures 3 and 5; c. 6, II. 51-64). 
[claim 11] 

Regarding claim 1 1 , Dierickx discloses a method wherein the photo-generated 
charges are accumulated by a photodiode (Figure 1, Item 12) and the act of removing 
comprises turning on a transistor coupled between the photodiode and a voltage source 
(Figure 1 , Item 1 1 ; Figure 2). 
[claim 12] 

Regarding claim 12, Dierickx discloses a method for operating a pixel circuit, the 
method comprising: accumulating photo-generated charge in a photodiode during a 
charge integration period (Figure 1 1 , "signal on node"); applying a first saturation control 
signal at a first voltage level to a transfer transistor during the integration period to 
remove some accumulated charge from the photodiode to a storage node (Figure 1 1 , 
"reset"; c. 6, II. 51-61); applying a second saturation control signal to the transfer 
transistor during the integration period to remove additional accumulated charges from 
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the photodiode (Figure 11, "reset"; c. 6, II. 51-61) and applying a reset pulse to a reset 
transistor coupled to the storage node each time a first and second saturation control 
signal is applied (Figure 5; c. 6, II. 51-61). 
[claim 13] * 

Regarding claim 13, Dierickx discloses a second saturation control signal which 
has a smaller voltage than the first saturation control signal (Figure 1 1 , "reset"), 
[claim 14] 

Regarding claim 14, Dierickx discloses saturation control signals and reset 
signals which are applied concurrently (Figure 5; c. 6, II. 51-61). 
[claim 16] 

Regarding claim 16, Dierickx discloses applying a third saturation control signal 
to the transfer transistor at the end of the integration period to transfer accumulated 
charges at the photodiode to a storage node (Figure 1 1 , "reset"), 
[claim 17] 

Regarding claim 17, Dierickx discloses first, second and third saturation control 
signals which define a segment of the integration period (Figure 11, "reset"), 
[claim 18] 

Regarding claim 18, the gain of the integration segments defined by Dierickx is 
inherently different given their different integration time periods and voltage levels of the 
respective saturation control signals, 
[claim 31] 
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Regarding claim 31, Dierickx discloses a pixel circuit comprising: a photocharge 
collecting region (Figure 3, Item 32); a floating diffusion region coupled to a reset node 
through a reset transistor (Figure 3) and a transfer transistor, coupled between the 
photocharge collecting region and the floating diffusion region (Figure 3), wherein a first 
saturation control signal is applied at a first voltage level to the transfer transistor to start 
an integration period, sequentially applying additional saturation control signals to the 
transfer transistor, each of the additional saturation control signals having voltage levels 
that are successively smaller than a prior saturation control signal and applying a reset 
pulse to a reset transistor each time additional saturation control signals are applied, 
wherein the saturation control signals and the reset signals are applied simultaneously 
(Figures 5 and 1 1 ; c. 6, I. 51 - c. 7, 1. 1 7). 
[claim 32] 

Regarding claim 32, Dierickx discloses application of additional saturation control 
signals which defines an integration portion in the integration period (Figures 5 and 11). 
[claim 33] 

Regarding claim 33, Dierickx discloses a second saturation control signal at a 
voltage level lower than the first voltage level and defining a second integration portion 
(Figures 5 and 1 1 ; c. 6, I. 51 - c. 7, I. 1 7). 
[claim 34] 

Regarding claim 34, Dierickx discloses a third saturation control signal at a 
voltage level lower than the second voltage level and defining a third integration portion 
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(Figures 5 and 1 1 ; c. 6, 1. 51 - c. 7, 1. 1 7). 
[claim 35] 

Regarding claim 35, Dierickx discloses a final saturation control signal at the first 
voltage level after application of the third saturation control signal, the final saturation 
control signal ending the integration period (Figures 5 and 11; c.,6, 1. 51 - c. 7, 1. 17). 
[claim 36] 

Regarding claim 36, the gain of the integration segments defined by Dierickx is 
inherently different given their different integration time periods and voltage levels of the 
respective saturation control signals. 


Claim Rejections - 35 USC § 103 

5. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 1 02 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

6. Claim*** rejected under 35 U.S.C. 103(a) as being unpatentable over Dierickx 
(US 7,106,373) in view of Ueno (US 6,342,920). 

[claim 6] 

Regarding claim 6, Dierickx does not disclose a signal characteristic which is a 
pulse width. Ueno discloses a similar method in which a portion of a charge amount is 
removed by using transfer signals and further discloses that the signals can have 
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different pulse widths (c. 4, II. 29-49; Claims 9 and 10). Therefore, it would have been 
obvious to one of ordinary skill in the art at the time the invention was made to vary a 
pulse width of the signals of Dierickx as an alternate art recognized method for 
controlling the amount of charge to be removed, 
[claim 7] 

Regarding claim 7, Dierickx does not disclose a signal characteristic which is a 
pulse width and pulse amplitude. Ueno discloses a similar method in which a portion of 
a charge amount is removed by using transfer signals and further discloses that the 
signals can have different pulse widths (c. 4, II. 29-49; Claims 9 and 10). Ueno further 
discloses that varying the pulse amplitude can control the amount of charge removed (c. 
4, II. 29-49). Therefore, it would have been obvious to one of ordinary skill in the art at 
the time the invention was made to vary a pulse width and amplitude of the signals of 
Dierickx as an alternate art recognized method for controlling the amount of charge to 
be removed. 

7. Claim 15 is rejected under 35 U.S.C. 103(a) as being unpatentable over Dierickx 
(US 7,106,373). 
[claim 15] 

Regarding claim 1 5, Dierickx does not disclose applying the saturation control 
signals before the reset signals. Official Notice is taken that it is well known in the art to 
apply transfer signals before reset signals when removing charge from a photodiode to 
a reset node through a transfer transistor and a reset transistor. Therefore, it would 
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have been obvious to one of ordinary skill in the art at the time the invention was made 
to apply the saturation control signals of Dierickx before the reset signals to first store 
the signals on the floating diffusion node prior to transferring them to the reset node. 

8. Claims 19-23 and 37-42 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Pain et al. (US 7,002,626) in view of Dierickx (US 7, 1 06,373). 
[claim 19] 

Regarding claim 19, Pain discloses a pixel circuit (Figure 2A) including a transfer 
transistor (Figure 2A, Item 56) and an anti-blooming transistor (Figure 2A, Item 62). 
Pain further discloses accumulating photo-generated charge in the photodiode and 
applying a voltage at the transfer transistor (e.g. Figures 3A-3D). However, Pain does 
not disclose applying saturation control signals as claimed. 

Dierickx discloses a method wherein a photo-generated charge is accumulated in 
a photodiode during a charge integration period (Figure 11, "signal on node"), a first 
saturation control signal at a first voltage is applied to a transistor to remove some 
accumulated charge from the photodiode and applying a second saturation control 
signal to the anti-blooming transistor to remove additional accumulated charges from 
the photodiode (Figure 1 1 , "reset" and "signal on node"). Dierickx discloses that such a 
method obtains a large dynamic range (c. 1, II. 13-16). Therefore, it would have been 
obvious to one of ordinary skill in the art at the time the invention was made to apply the 
method of Dierickx to the pixel circuit of Pain to obtain images with a large dynamic 
range. Dierickx discloses removing accumulated signal charges by applying varying 
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voltage pulses to a transistor connected directly to the photodiode (e.g. Figure 1), 
Therefore, it would have been obvious to one of ordinary skill in the art at the time the 
invention was made to apply the varying voltage pulses of Dierickx to the anti-blooming 
transistor of Pain to remove accumulated signal charges since the anti-blooming 
transistor is configured in the same way as described in the method of Dierickx. 
[claim 20] 

Regarding claim 20, Dierickx discloses a second saturation control signal that 
has a voltage smaller than the voltage of the first saturation control signal (Figure 1 1 , 
"reset"), 
[claim 21] 

Regarding claim 21, Dierickx discloses reading out the accumulated charges at 
the end of the integration period (Figure 1 1 , "readout moment"). Pain discloses reading 
out signal charges from the photodiode by activating a transfer transistor (Figure 2A, 
Item 56), Therefore, it would have been obvious to one of ordinary skill in the art at the 
time the invention was made to apply a third control signal to the transfer transistor as 
claimed, 
[claim 22] 

Regarding claim 22, Dierickx discloses first, second and third signals which 
defines segments of the integration period (Figure 11). 
[claim 23] 
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Regarding claim 23, the gain of the integration segments defined by Dierickx is 
inherently different given their different integration time periods and voltage levels of the 
respective saturation control signals, 
[claim 37] 

Regarding claim 37, Pain discloses a pixel circuit comprising: a photocharge 
collecting region (Figure 2A, Item PG), a floating diffusion region (Figure 2A, Item 54) 
being coupled through a reset transistor (Figure 2A, Item RST) and further being 
coupled to the photocharge collection region through a transfer transistor (Figure 2A, 
Item TX) and an anti-blooming region for receiving charge from the photodiode 
collection region (Figure 2A, Item 64) and an anti-blooming transistor (Figure 2A, Item 
TX2). However, Pain does not disclose applying saturation control signals as claimed. 

Dierickx discloses a system wherein a photo-generated charge is accumulated in 
a photodiode during a charge integration period (Figure 11, "signal on node") and 
saturation control signals at a first voltage to start a first integration period and 
successively smaller voltages are applied during the integration period (Figure 1 1 , 
"reset" and "signal on node"). Dierickx discloses that such a system obtains a large 
dynamic range (c. 1 , II. 13-16). Therefore, it would have been obvious to one of 
ordinary skill in the art at the time the invention was made to apply the system of 
Dierickx to the pixel circuit of Pain to obtain images with a large dynamic range. 
Dierickx discloses removing accumulated signal charges by applying varying voltage 
pulses to a transistor? connected directly to the photodiode (e.g. Figure 1), Therefore, it 
would have been obvious to one of ordinary skill in the art at the time the invention was 
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made to apply the varying voltage pulses of Dierickx to the anti-blooming transistor of 
Pain to remove accumulated signal charges since the anti-blooming transistor is 
configured in the same way as described in the method of Dierickx. 
[claim 38] 

Regarding claim 38, Dierickx discloses application of additional saturation control 
signals which defines an integration portion in the integration period (Figure 11). 
[claim 39] 

Regarding claim 39, Dierickx discloses a second saturation control signal at a 
voltage level lower than the first voltage level and defining a second integration portion 
(Figure 11; c. 6, 1. 51 -c. 7, I. 17). 
[claim 40] 

Regarding claim 40, Dierickx discloses a third saturation control signal at a 
voltage level lower than the second voltage level and defining a third integration portion 
(Figure 11; c. 6, 1. 51 -c. 7, 1. 17). 
[claim 41] 

Regarding claim 41 , Dierickx discloses a final saturation control signal at the first 
voltage level after application of the third saturation control signal, the final saturation 
control signal ending the integration period (Figure 11; c. 6, 1. 51 - c. 7, 1. 17). 
[claim 42] 

Regarding claim 42, the gain of the integration segments defined by Dierickx is 
inherently different given their different integration time periods and voltage levels of the 
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respective saturation control signals. 
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9. Claims 24-30 and 43-53 are rejected under 35 U.S.C. 1 03(a) as being 
unpatentable over Kochi (US 9,947,088) in view of Dierickx (US 7,106,373). 
[claim 24] 

Regarding claim 24, Kochi discloses a pixel circuit including a first photodiode 
(Figure 1 , Item 1 -1 ), a second photodiode (Figure 1 , Item 1 -2), a first transfer transistor 
coupled to the first photodiode (Figure 1 , Item 5-1 ) and a second transfer transistor 
coupled to the second photodiode (Figure 1 , Item 5-2). Kochi further discloses first and 
second charge integration periods for the first and second photodiodes as is evidenced 
by the TX1 and TX2 control signals in Figure 3. However, Kochi does not disclose 
applying saturation control signals as claimed. 

Dierickx discloses a method wherein a photo-generated charge is accumulated in 
a photodiode during a charge integration period (Figure 1 1 , "signal on node"), a first (or 
second) saturation control signal at a first voltage is applied to a transistor to remove 
some accumulated charge from the photodiode and applying a third (or fourth) 
saturation control signal to the anti-blooming transistor to remove additional 
accumulated charges from the photodiode (Figure 11, "reset" and "signal on node") and 
applying a reset pulse to a reset transistor coupled to the storage node each time the 
saturation control signal is applied (Figure 5, c. 6, II. 51 -61 ). Dierickx discloses that 
such a method obtains a large dynamic range (c. 1 , II. 13-16). Therefore, it would have 
•been obvious to one of ordinary skill in the art at the time the invention was made to 
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apply the method of Dierickx to the pixel circuit of Kochi to obtain images with a large 
dynamic range. Dierickx discloses that the saturation control signals can be applied to 
a transistor between the reset transistor and the photodiode (c. 6, II. 51-61), Therefore, 
it would have been obvious to one of ordinary skill in the art at the time the invention 
was made to apply the saturation control signals of Dierickx to the transfer transistors of 
Kochi since the transfer transistors are between the photodiode and the reset transistor. 
It would further be obvious to use first, second third and fourth control signals applied to 
the first and second transfer transistors as claimed to increase the dynamic range for 
photodiode 1-1 and 1-2 of Kochi. 
[claim 25] 

Regarding claim 25, Dierickx discloses using multiple saturation control signals 
which decrease in voltage (Figure 1 1 , "reset"), Therefore, it would have been obvious to 
one of ordinary skill in the art at the time the invention was made to make the third 
saturation control signal a lower voltage than the first saturation control signal and the 
fourth saturation control signal a lower voltage than the second saturation control signal 
as claimed, 
[claim 26] 

Regarding claim 26, Dierickx discloses saturation control signals and reset 
signals which are applied concurrently (Figure 5; c. 6, II. 51-61). 
[claim 27] 

Regarding claim 27, Dierickx does not disclose applying the saturation control 
signals before the reset signals. Official Notice is taken that it is well known in the art to 
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apply transfer signals before reset signals when removing charge from a photodiode to 
a reset node through a transfer transistor and a reset transistor. Therefore, it would 
have been obvious to one of ordinary skill in the art at the time the invention was made 
to apply the saturation control signals of Dierickx before the reset signals to first store 
the signals on the floating diffusion node prior to transferring them to the reset node, 
[claim 28] 

Regarding claim 28, Dierickx discloses reading out the accumulated charges at 
the end of the integration period (Figure 1 1 , "readout moment"). Kochi discloses 
reading out signal charges from the photodiode by activating a transfer transistor 
(Figures 1 and 3), Therefore, it would have been obvious to one of ordinary skill in the 
art at the time the invention was made to apply a fifth and sixth control signals to the 
transfer transistor as claimed to readout signals from photodiodes 1-1 and 1-2. 
[claim 29] 

Regarding claim 29, Kochi and Dierickx discloses saturation control signals 
which define segments of integration periods for photodiode 1-1 (i.e. a first integration 
period) and photodiode 1-2 (i.e. a second integration period; Kochi, Figure 3; Dierickx, 
Figure 11). 
[claim 30] 

Regarding claim 30, the gain of the integration segments defined by Kochi and 
Dierickx are inherently different given their different integration time periods and voltage 
levels of the respective saturation control signals, 
[claim 43] 
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Regarding claim 43, Kochi discloses a pixel circuit comprising: a first (Figure 1 , 
Item 1-1) and second (Figure 1, Item 1-2) photocharge collection region; a first floating 
diffusion region (Figure 1 ), coupled to a reset node through a reset transistor (Figure 1 , 
Item 4); a second floating diffusion region coupled to the first floating diffusion region 
(Figure 1 ); a first transfer transistor (Figure 1 , Item 5-1 ), coupled between the first 
photocharge collection region and the first floating diffusion region and a second 
transfer transistor (Figure 1 , Item 5-2), coupled between the second photocharge 
collection region and the second floating diffusion region. Kochi further discloses first 
and second charge integration periods for the first and second photodiodes as is 
evidenced by the TX1 and TX2 control signals in Figure 3. However, Kochi does not 
disclose applying saturation control signals as claimed. 

Dierickx discloses a system wherein a photo-generated charge is accumulated in 
a photodiode during a charge integration period (Figure 1 1 , "signal on node"), a first (or 
second) saturation control signal at a first voltage is applied to a transistor to start an 
integration period and remove some accumulated charge from the photodiode and 
applying additional saturation control signals at a lower voltage to the anti-blooming 
transistor to start additional integration periods and remove additional accumulated 
charges from the photodiode (Figure 11, "reset" and "signal on node") and applying a 
reset pulse to a reset transistor coupled to the storage node each time the saturation 
control signal is applied (Figure 5, c. 6, II. 51-61). Dierickx discloses that such a system 
obtains a large dynamic range (c. 1 , II. 13-16). Therefore, it would have been obvious to 
one of ordinary skill in the art at the time the invention was made to apply the method of 
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Dierickx to the pixel circuit of Kochi to obtain images with a large dynamic range. 
Dierickx discloses that the saturation control signals can be applied to a transistor 
between the reset transistor and the photodiode (c. 6, II. 51-61), Therefore, it would 
have been obvious to one of ordinary skill in the art at the time the invention was made 
to apply the saturation control signals of Dierickx to the transfer transistors of Kochi 
since the transfer transistors are between the photodiode and the reset transistor. It 
would further be obvious to use saturation control signals applied to the first and second 
transfer transistors as claimed to increase the dynamic range for photodiode 1-1 and 1- 
2 of Kochi. 
[claims 44 and 49] 

Regarding claims 44 and 49, Dierickx discloses application of additional 
saturation control signals which defines an integration portion in the integration period 
(Figure 11). 
[claim 45 and 50] 

Regarding claim 45 and 50, Dierickx discloses a second saturation control signal 
at a voltage level lower than the first voltage level and defining a second integration 
portion (Figure 11; c. 6, I. 51 -c. 7, 1. 17). 
[claim 46 and 51] 

Regarding claim 46 and 51, Dierickx discloses a third saturation control signal at 
a voltage level lower than the second voltage level and defining a third integration 
portion (Figure 11; c. 6, I. 51 -c. 7, I. 17). 
[claim 47 and 52] 
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Regarding claim 47 and 52, Dierickx discloses a final saturation control signal at 
the first voltage level after application of the third saturation control signal, the final 
saturation control signal ending the integration period (Figure 11; c. 6, 1. 51 - c. 7, 1. 17). 
[claim 48 and 53] 

Regarding claim 48 and 53, the gain of the integration segments defined by 
Dierickx is inherently different given their different integration time periods and voltage 
levels of the respective saturation control signals. 

Conclusion 

10. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

i. Kochietal. US 7,110,030 

ii. Hoagland US 6,180,935 

iii. Nakamura et al. US 6,930,722 

iv. Halvisetal. US 5,164,832 

1 1 . Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Timothy J. Henn whose telephone number is (571) 272- 
7310. The examiner can normally be reached on M-F 9:00 AM - 6:00 PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Vivek Srivastava can be reached on (571) 272-7304. The fax phone 
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number for the organization where this application or proceeding is assigned is 571- 
273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 


TJH 

2/2/2006 
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